
Filtermodelle und Energieklassen 2024
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TU7-292-P-4V TW-1/70 A+ TW-1/90 A+
V-type/292mm Bag/600mm Bag/600mm

839 kWh/J 680 kWh/J 995 kWh/J
TW-1/70 A+ TW-1/90 A+
Bag/450mm Bag/500mm
897 kWh/J 1185 kWh/J

FW6-10T TW-1/70 A TU9-292-P-4V TW-1/90 A
Bag/580mm Bag/450mm V-type/292mm Bag/450mm
598 kWh/J 1098 kWh/J 1190 kWh/J 1325 kWh/J

TW-1/70 B
Bag/400mm
1236 kWh/J

TU6-292-P-4V TU7-292-P-4V-EX TW-1/70 C TW-1/90 C
V-type/292mm V-type/292mm Bag/350mm Bag/350mm

895 kWh/J 1120 kWh/J 1545 kWh/J 1780 kWh/J

FW6-8T TU6-292-P-4V-EX TW-1/60 D TU9-292-P-4V-EX
Bag/580mm V-type/292mm Bag/450mm V-type/292mm
816 kWh/J 970 kWh/J 1961 kWh/J 1320 kWh/J

FW6-6T TU7-150-P-0V
Bag/580mm Panel/150mm
1088 kWh/J 1570 kWh/J

KW6-10T TU7-100-P-0V
Bag/450mm Panel/100mm
827 kWh/J 2010 kWh/J

KW6-8T
Bag/450mm
1020 kWh/J

FXW6-10T
Bag/360mm
1088 kWh/J

PO6-4H
Hood/360mm

950 kWh/J

KW6-6T TU6-150-P-0V TW-1/60 E TU9-150-P-0V
Bag/450mm Panel/150mm Bag/350mm Panel/150mm
>1100 kWh/J >1300 kWh/J >2150 kWh/J 2100 kWh/J

FXW6-8T TU6-100-P-0V TU7-78-P-0V TU9-100-P-0V
Bag/360mm Panel/100mm Panel/78mm Panel/100mm
>1100 kWh/J >1300 kWh/J >2050 kWh/J >2400 kWh/J

FXW6-6T TU6-78-P-0V TU9-78-P-0V
Bag/360mm Panel/78mm Panel/78mm
>1100 kWh/J >1300 kWh/J >2400 kWh/J

HTK-10/50 E
Hood/350mm
>1100 kWh/J
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